
THE DIVERTOR™
Traffic Safety Trimline Channelizer

The Divertor™ is a highly visible 42”  Trimline Channelizer designed for 
service in a wide variety of applications.  Ideal for controlling traffic in 
areas of limited space and can be fitted with lights and other 
accessories.

The Divertor™ features an easy-grip handle,  allowing for easy carrying 
and quick positioning. The unique design allows convenient stacking 
with or without the base. The Divertor™ is made of quality linear
low-density polyethylene and can be ordered with or without 3M™ 
reflective sheeting and a variety of recycled rubber base weights for 
support. 
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TECHNICAL INFORMATION

FEATURES AND BENEFITS
• Rebounds after impact 

• Break-away design 

• Stackable with or without bases 

• Easy-grip handle 

• Two mounting holes for warning lights and signs  

• Extra tabs around base of Divertor for “Positive  
Lockup” with all bases 

• Available with 3M™ reflective sheeting of all styles and 
widths  

• Choice of recycled rubber bases 10 lb or 16 lb hexagon 
shape or 30 lb rectangle shape 
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30 lb base

10 or 16 lb base

4” 

7.5” 

42” 50” 

Note: Weights and measurements are approximate. Specifications are subject to change without notice. Please contact Lakeside Plastics for current information.

HIGH VISIBILITY
The Divertor™ is a highly visible 42” trimline channelizer that is ideal for controlling traffic in areas of 
limited space. Options include 3M™ Diamond Grade™, High Intensity Prismatic, and engineering grade 
reflective sheeting.

STOCK SPECIFICATIONS

Details Data

Material:
Linear low density 
polyethylene with 
reinforced loop handle

Height: 50” (1270 mm)

Width:
4” (102 mm) top
7.5” (190 mm) bottom

Stock Colors:
Ultraviolet stabilizer for 
fade resistance

Bases:
10 or 16 lb hexagon or 
30 lb rectangular


